
Mooring line inspection schedule

Daily or prior to mooring check resolve re�re line
quick visual inspec�on prior to docking x - -
Check if chafe-protec�on is in place x - -
Remove kinks if any - x -
Rinse out salt-water with fresh water - x -
Rinse chemicals or spilled fuel with fresh water - x -
Remove contamina�on with fresh water - x -
Check eye-splice for integrity x - -

Weekly
Thurough inspec�on of en�re line x - -
Check if roller fair leads are s�ll rolling x x -
Remove induced twists from en�re line - x -
Check high abrasion areas for wear and tear x - -
Check eye-splice for integrity x - -
Remove contamina�on with fresh water - x -
Remove kinks if any - x -

Monthly
Thurough inspec�on of en�re line x - -
Check for broken strand x - x
Check for heavy glazing x - x
Check for heavy abrasion damage x - x
Rinse out salt-water with fresh water - x -
Check for powedered surfaces x - x
Check for heavy fuzzing x - x
Remove contamina�on with fresh water x x -

Annually
Thurough inspec�on of en�re line x - -
Check for broken strand x - x
Check for heavy glazing x - x
Check for heavy abrasion damage x - x
Remove contamina�on with fresh water x - -
Remove kinks if any - x -
Rinse out salt-water with fresh water - x -
Check for powedered surfaces x - x
Heavy fuzzing x - x
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Heavy abrasion on cover or core

Most commonly found in fairleads or other 
high fric�on areas.

A li�le fussing or abrasion is nothing to 
worry about. When the cover starts showing 
obvious wear great cau�on should be taken 
as break loads can drama�cally drop if the 
cover breaks.

Cut strands or visible core through the cover

Also very common on high fric�on areas

When the cover starts breaking and the core 
becomes visible polyester and nylon lines lose 
50% of their break load. Lines showing this type 
of damage should be re�red immediatly.

Broken cover

Hard to miss but not to overlook

When the cover has broken polyester and nylon 
lines lose 50% of their break load. Lines showing 
this type of damage should be re�red immediatly.


